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Safety in Tents



Standards for Location of Event Tents

10m

5m

Tents must be set up in a generally open area.

The location must not be less than 10 meters away from 
public roads.

The distance from the adjacent building or parking lot must 
not be less than 5 meters.

Usually, tents are erected during private or public events (weddings, 
gatherings, exhibitions, camping trips, etc.). As they are very common and 
accommodate large crowds, they need to meet safety standards, which 

must be observed by both the host and the visitors.
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Requirements of Public Event Tents :

1.	 The tent fabric must be treated and slow-burning for no less than one hour.
2.	 The tent must be fixed firmly enough to avoid collapsing during bad weather .
3.	 The tent fabric must be water-resistant.
4.	 The electrical cables must be in line with applicable quality standards and 

covered with hard plastic pipes.
5.	 The distance between the electrical lamps and the tent's fabric must not be 

less than 40 cm.
6.	 The electrical circuit must be provided with automatic switches.
7.	 In case of using burning coal, it must be prepared away from the tent.
8.	 The tent's floor must be lined with incombustible materials to prevent the 

risk of fire.
9.	 Ventilation systems must be installed to facilitate air circulation .  

The tent must have an entrance and an exit proportional to its size.
There must be signage that shows the visitors how to exit the tent in an 
emergency.
There must be alarm systems for early detection of fire.
The tent must have sufficient fire (carbon dioxide) extinguishers.
There must be  a person who is trained in using manual fire extinguishers, 
and can take action in emergency, and has direct contact with the Public 
Authority for Civil Defence and Ambulance.
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Set up the tent in an open area, opposite to the direction of 
the wind.

The tent must be away from slopes (valleys, rocks).

The site must be clear of dry grass to avoid fires.

The tent must be away from power, oil, and gas lines.

Requirements for Selection of Campsites
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11.

12.

13.

14.

Requirements for Camping Tents

1.	 Make sure all the parts of the tent are in good shape.
2.	 Lamps must be hung at proper heights and places tent
3.	 Makes sure that all electrical cables are of good quality and properly insulated.
4.	 Do not smoke inside the tent to avoid fires.
5.	 Do not start a campfire inside the tent. It is recommended to use flashlights.
6.	 Do not leave children unattended inside the tent, and keep medications and 

sharp/hazardous tools away from them.
7.	 The cooking location must be at an adequate distance from the tents.
8.	 Food preparation must be under constant monitoring, to prevent any flames 

blown towards the tents.
9.	 Overall cleanliness and hygiene must be observed inside and outside of the 

tent.
When making a campfire outside the tent, choose the right place opposite to 
the direction of the wind and clear of any flammable materials.
Do not smoke or use any source of heat (e.g. matches, lighters) while checking 
the power generator or refueling.
Keep the manual (carbon dioxide fire extinguisher) and sand-filled tanks in 
an accessible place for immediate use in case of fire.
Develop an emergency evacuation plan and train your family/group members 
in it.
Keep fuel and flammable materials in well-closed tanks, away from the 
sources of heat and the reach of children.
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